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SELF WOUND BLOCK OUT TAPE

BLUE BLOCK OUT TAPE 2000

Solvent-resistant, self-wound, polyethylene block out tape.Blue Block Out is the

ideal choice for wood frames to keep ink from getting between the frame and

mesh. You spend less time on clean-up, because they peel off cleanly from the

mesh without leaving adhesive residue.

TECH DATA SHEET

PHYSICAL SPECIFICATIONS

Adhesive Acrylic

Color Blue

Caliper facestock 100 microns (4 mils)

Caliper facestock + adhesive 125 microns (5 mils)

Release Liner N/A

Adhesion to Steel* 26 - 28+ N/100mm (24-26 oz./inch widt)h

Tensile 10 lb./in.

Elongation 150%

Shelf Life** 1 year

FEATURES

Solvent & Moisture Resistant
Remains intact during cleaning cycle
Conformable in frame corners
Removes cleanly in one piece without residue
Aggressive adhesive will not damage screen
Use on both sides of the screen for maximum protection
Nationally known as the economical choice for block out tape

APPLICATIONS

WARRANTY

General purpose screen block out
tape

Tapes are only warranted to be free of

defect in workmanship or materials at

time of shipment. Manufacturer will

replace or credit any material

manufacturer deems defective. No

acceptance or responsibility for loss,

damage, or expense, implies or

otherwise, shall be assumed by seller

or manufacturer. User assumes all risk

and liability herewith.
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