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1. Spray GR 6v on both
sides of screen.

2. Scrub screen with non-
    abrasive pad or brush.

3. High pressure rinse -
starting at bottom.

Quick Tip:

Always pressure 
wash screen from 
the bottom and 
work upwards.

This will prevent 
ink from locking 
back onto the 
mesh when com-
ing in contact with 
the rinse water.

General Description

GR-6v is a water soluble ink degradent. It is highly effective on 
plastisol, lacquer stencil, poster, multi-purpose (solvent based) 
and UV inks.

Advantages

- Non-toxic within OSHA regulations.
- Non-flammable (no DOT red label required).
- Biodegradable/drain safe into any properly working sanitation
treatment plant.
- Non-objectionable odor.
- Meets low VOC requirements per State of California SCAQMD
regulations.
- Drain acceptable to a treatment plant, after soil release,
when used as directed.
- Safe for use with most mesh adhesive.

Application

IMPORTANT:
The technical data herein is believed to be accurate. It is offered for your consideration, investigation and verification. 
Buyer assumes all risk of use, storage, and handling of the product. NO WARRANTY, EXPRESS OR IMPLIED IS 
MADE, INCLUDING, BUT NOT LIMITED TO, IMPLIED WARRANTIES OF MERCHANT ABILITY AND 
FITNESS FOR A PARTICULAR PURPOSE. Nothing contained herein shall be construed as a license to operate under, 
or recommendation to infringe any patents.

Packaging
5 gallon pail       30 gallon drum 55 gallon drum 
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