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A Company with
proven experience.

Products
you can trust.

ADVANTAGES 
•	 Horizontal and vertical models available

•	 Ten adjustable shelves

•	 Fully insulated to minimize energy costs

•	 Quickly reaches maximum temperature

•	 Clean, filtered air keeps debris out, limiting 
pinholes

•	 Digital temperature readout

•	 Standard temperatures to 120°F (49°C); 
higher temperatures available

•	 Heavy-duty steel construction

•	 All-stainless steel lining available

•	 Easy access for cleaning and servicing

•	 Heavy-duty casters for mobility

AWT’s Dry-It Series of Screen Drying Cabinets fea-
tures fully-enclosed, well-insulated units. The dry-
ing compartment quickly heats to the specified 
temperature, minimizing power consumption and 
operating costs. All Dry-It units include complete 
temperature controls with a standard tempera-
ture range up to 120°F (49°C); higher tempera-
tures are available.
Filtered, heated air moves through the cabinet 
gently and evenly, from one side to the other. 
The heated, moisture-filled air is then forced out 
of the drying compartment. No moisture is recy-
cled back into the unit. Screens are dried evenly 
and remain dust-free.
Dry-it units are available in both Horizontal and 
Vertical models to accommodate a range of 
production environments. All units feature steel 
construction and heavy-duty casters for work-
shop mobility. An optional all-stainless steel lining 
is available.

Vertical models available
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Standard Features
• Digital temperature readout

• Air-intake filter

• Fully insulated cabinet

• Exhaust removes moisture

• Standard temperature up to 120°F (49°C)

• Heavy-duty casters

Options and Accessories
• Double-sided brackets for smaller frames

(available on horizontal models only)

• All-stainless steel lining

• High-temperature models - up to 140°F (60°C)

• Spare parts package

Filtered, heated air moves evenly 
through chamber.

Digital temperature control readout. 

Filtered air helps keep screens dust  
and pin-hole free.      
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