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3.2 mil PRESSURE SENSITIVE INTERMEDIATE PVC VINYL
HIGHLIGHTS:
• Matte and Gloss finishes
• Opaque gray pressure sensitive adhesive

SPECIFICATIONS:

PROPERTY

Caliper 3.2 mil
Adhesive Opaque Gray Permanent Acrylic
Release Liner 90# lay flat liner
Shelf Life 6 months: Ideal Storage: 70° F and 50% RH
Outdoor Durability Up to 5 years
Service Temperature -40° to 175° Fahrenheit (-40° to 79° Celsius)
Remarks To achieve best possible print quality verify correct ICC profiles and printer 

settings are used. Allow ink to cure completely prior to laminating.

ORDERING INFORMATION:

ITEM NUMBER ROLL SIZE FINISH PRINT SIDE

IMSAIMT54150 54” x 150’ Matte Out
IMSAIGL54150 54” x 150’ Gloss Out

PRINT MEDIA

INK COMPATIBILITY

Solvent Excellent
Eco-Solvent Excellent
UV Curable Excellent
Latex Excellent
Screen Test

PRODUCT PERFORMANCE & SUITABILITY:

All of the descriptive information and recommendations for the use of ImageStar media should be used only as a guide. 
Consumer is encouraged to test prior to processing. Furnishing such information and recommendations shall in no event 
constitute a warranty of any kind. All purchasers of the ImageStar Media shall independently determine the suitability 
of the material for the purpose for which it is purchased. Seller’s only obligation shall be to replace such quantity of the 
product proved to be defective. The seller shall not be liable either in tort or in contract for any loss or damage, direct, 
incidental or consequential (including ink, labor and loss of profits or revenue) arising out of the use of or the inability to 
use the product.


